Banner Rack; BANRACK-88, +, L, & XL

BANRACK+ 4 Sizes: BANRACK-88: Up to 8'tall x 8'wide max. BANRACK+: Up to 8'tall x

10'wide max. BANRACK-L: Up to 8'tall x 12’'wide , BANRACK-XL: Up to
10’tall x 12’'wide. Four black metal telescopic poles bolt together, L & XL use an
extra large diameter tube. Two heavy metal feet provide support. Great for
step-and-repeat walls and backdrops. Best when used with fabric, film, and
light banner. Comes with a deluxe padded canvas carrying case.

Banner Sizes Includes
g BANRACK-88 8'’tall x 8'wide . .
Min. Width: 48” Height: 36” Strong aluminum black telescoping poles
Max. Width: 96” Height: 96” Heavy, steel feet powder-coated black
BANRACK+ 8'tall x 10'wide Bolt kit & tool to attach feet
Min. Width: 60” Height: 36
Max. Width: 120” Height: 96” Deluxe padded bag
BANRACK-L 8'tall x 12'wide Weight: BANRACK-88 14 |bs,
Min. Width: 72" Height: 48 BANRACK+ 14 Ibs, BANRACK-L 17 Ibs,

Manx. Width: 144" Height: 96”

BANRACK-XL 10'tall x 12’wide | BANRACK-XL 18Ibs
Min. Width: 72" Height: 48"
Max. Width: 144" Height: 120”

v Prices

BANRACK-88 BANRACK+
BANRACK-L BANRACK-XL

BANRACK-L
BANRACK-XL




